
852.832

852.820

852.823 20	-	 300 60	-	 950
852.824 300	-	 700 940	-	 2200
852.825 700	-	1100 2190	-	 3460
852.826 1100	-	1500 3450	-	 4720
852.827 1500	-	1900 4710	-	 5980
852.828 1900	-	2300 5960	-	 7230
852.829 2300	-	2700 7220	-	 8500
852.830 2700	-	3100 8480	-	 9760
852.831 3100	-	3500 9730	-	11010

852.832 20	-	 300 60	-	 950
852.833 300	-	 700 940	-	 2200
852.834 700	-	1100 2190	-	 3460
852.835 1100	-	1500 3450	-	 4720
852.836 1500	-	1900 4710	-	 5980
852.837 1900	-	2300 5960	-	 7230
852.838 2300	-	2700 7220	-	 8500
852.839 2700	-	3100 8480	-	 9760
852.840 3100	-	3500 9730	-	11010

852.699 20	-	 300 60	-	 950
852.915 300	-	 700 940	-	 2200
852.280 700	-	1100 2190	-	 3460
852.281 1100	-	1500 3450	-	 4720
852.282 1500	-	1900 4710	-	 5980
852.283 1900	-	2300 5960	-	 7230
852.284 2300	-	2700 7220	-	 8500
852.285 2700	-	3100 8480	-	 9760
852.286 3100	-	3500 9730	-	11010

852.820 15	-	115
852.821 100	-	230
852.822 200	-	330
852.984 300	-	620

852.706 15	-	115
852.788 100	-	230
852.287 200	-	330
852.288 300	-	620

54.00
66.00
80.00
99.00

119.00
134.00
219.00
236.00
278.00

66.00
85.00

116.00
145.00
174.00
203.00
239.00
288.00
353.00

84.00
103.00
134.00
163.00
193.00
225.00
265.00
311.00
382.00

Schwenk circumference tapes
Highly	precise	circumference	tapes,	on	which	

the	scales	have	been	placed	by	means	of	a	laser.

 Separate	graduations	for	circumference	and	
diameter	in	mm.

 Vernier: 0.1	mm.
 Tape width:	16	mm.
 Accuracy according	DIN	866.
 The	black	model	(stainless	steel)	

is	for	a	better	contrast.
 Available	on	request:	

–	circumference	scale	in	inches,	
–	for	larger diameters	up	to	7500	mm,	
–	with	measuring	reports	for	one	

or	both	scales,	
–	vernier 0.05	mm	on	

diameter	reading.

Item	No. Diameter		
mm

Circumference	
mm

Price	
EUR

Bright steel:

Stainless steel:

Black model:

Schwenk circumference tapes for diameters
Circumference	tapes	for	highly	accurate	measuring	of	diameters.	The	graduation	has	been	placed	

by	means	of	a	laser.

	 Graduation	in	mm.
	 Vernier:	0.05	mm.
	 Tape	width:	12	mm.
	 Stainless	steel	construction.
	 Accuracy	according	DIN	866.

	 The	black	model	(stainless	steel)	
is	for	a	better	contrast.

	 Available	on	request:		
– measuring	report.

Item	No. Diameter/mm

Black model:

CIRCUMFERENCE TAPESSchut for Precision
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