
909.420

909.420 0	-	150 40
909.688 0	-	150 75
909.689 0	-	300 90.5

495.157
836.535

910.066

910.066 0	-	150 0.03 40
910.067 0	-	200 0.03 50
910.068 0	-	300 0.04 60

910.069 0	-	150 0.03 40

495.157

7.40
11.20
25.90

0.50
1.90

Digital carbon fiber calipers
Digital	calipers	made	of	carbon	fiber.

	 Measuring	range:	0	-	300	mm.
	 Resolution:	0.1	mm.
	 mm/inch	conversion.
	 On/off	switch.

	 Automatic	switch-off.
	 Reset.
	 Flat	depth	rod	(only	909.420).
	 Power	supply:		

909.420/688:	1	battery	type	CR2032,	
909.689:	1	battery	type	V357.

Item	No. Measuring	
range/mm

Jaw	length	
mm

Price	
EUR

Options:
Spare	battery	type	CR2032
Spare	battery	type	V357

Item	No. Measuring	
range/mm

Accuracy	
mm

Jaw	length	
mm

With Bluetooth:

Option:
Spare	battery

Digital calipers IP67
These	IP67	protected	calipers	are	especially	suitable	for	use	in	production	environments:	they	are	

fully	protected	against	dust	intrusion	and	even	last	temporary	immersion.

	 Measuring	range:	0	-	300	mm.
	 Resolution:	0.01	mm.
	 mm/inch	conversion.
	 Automatic	switch-off.
	 Reset.

	 Thumb	wheel	and	locking	screw.
	 Flat	depth	rod.
	 Protection:	IP67.
	 DIN	862.
	 Delivery	with	an	inspection	report.
	 Power	supply:	1	battery	type	CR2032.
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